
Nominal power, Pm (±2,5W)

Wp/m² 

Voltage at nominal power, Vm  

Current at nominal power, Im

Open circuit voltage, Voc 

Short circuit current, Isc 

Temperature coefficient, Pm (W) 

Temperature coefficient, Voc (V) 

Temperature coefficient, Isc (A) 

55 Wp

110 Wp

9,2 V

5,9 A

11,9 V

6,9 A

  -0,33 %/°C

 -0,311%/°C

0,017 %/°C

Facts
Weight

Width

Construction width

Length

Construction length

Thinness

Roof pitch 

Cell type 

Color

     1,9 kg/panel 

1 530 mm

1 500 mm

515 mm

335-375 mm

 2 mm

min 18°

Thin film CIGS

Black

Article information

PRODUCT DESCRIPTION

MIDSUMMER WAVE

The world's first solar panel
adapted for roof tiles

Midsummer WAVE is a curved solar panel, 
suitable for most types of two-piece roof tiles.

The panel covers five roof tiles in width and
is placed on top of the tiles and locked in
place with clips. They are fitted side by 
side starting from the bottom right continuing  
upwards row by row. Cables are hidden 
underneath the tiles keeping them safe.

Midsummer WAVE is covered by a 10 year
warranty and efficiency warranty of 80 %
after 25 years.

  

 

 


